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Model : ARV-201FE(A)-R
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Shell Test Pressure 7.5 Mpa 17 STEM F63
Test Pressure Back Seal Test 5.5 Mpa 18 GASKET 304 + GRAPHITE
Seal Test 5.5 Mpa 19 BODY WCB
Gas Seal Test 0.6 Mpa 20 DISC WCB + 13Cr
Suitable Temperature -29 ~425 °C 21 SEAT A105 + STL6
Suitable Medium Water, Gas, Oil

Dimension in mm

92.1 127.0 2 227 8-19
2.1/2" 65 104.8 149.2 190 2 25.9 8-22 241
3 80 127.0 168.3 210 2 29.0 8-22 262
4" 100 157.2 200.0 235 2 522 8-22 305
5" 125 185.7 235.0 280 2 35.4 8-22 381
6" 150 215.9 269.9 320 2 37.0 12-22 403
8" 200 269.9 3302 380 2 41.7 12-25 419
10" 250 325.8 387.4 445 2 48.1 16-29 457
12”7 300 3681.0 450.8 520 2 al.o 16-32 p02

The contents of this literature are for informative purposes only. Arita is not responsible for suitability or compatibility of these product

220 470
260 545
300 610
320 680
350 795
400 1065
450 1210
500 1425

s in relation to system requirement.

For specific requirements, consult Arita or its distributors. Arita reserves the right to change or modify product design without prior notice.
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