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UNIMECH GROUP, MALAYSIA

3-WAY BALL VALVE FLANGED END JIS 10K (L-Port)

Model : ARF-100FE(J)-3WAY

Features :

1 L-port
Hydrostatic Body Test : 1.5Mpa
, Seat Test : 0.6 Mpa
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14 2N \100 \ 9 , 1 HANDLE PH2
9 - : 2 BLOCK CIRCLE 65Mn
3 ORIENTATION PATCH 304
:l 4  GLAND SCS13
.. 5  SCREW 304
,‘ 6 PACKING PTFE
7 STEM 304
- o 8 BALL 304
9 SEAT PTFE
N 10 BODY SCS13
H * 11 BONNET SCS13
E' 12 GASKET PTFE
— | 13 NUT 304
— 14 STUD 304

Dimension in mm

DS - O O - = O -
50 45 96 120 240 92 70 16

155 2 16 4-19 4-M8
65 58 116 140 175 2 18 4-19 260 92 70 17 4-M8
80 75 126 150 185 2 18 8-19 280 127 102 19 4-M10
100 95 151 175 210 2 18 8-19 320 155 125 22 4-M10
125 119 182 210 250 2 20 8-23 380 155 125 24 4-M12
150 145 212 240 280 2 22 8-23 440 155 125 28 4-M12
200 190 262 290 330 2 22 12-23 550 175 140 32 4-M16

The contents of this literature are for informative purposes only. Arita is not responsible for suitability or compatibility of these products in relation to system requirement.
For specific requirements, consult Arita or its distributors. Arita reserves the right to change or modify product design without prior notice.
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