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Technical Data

Dimension in mm Material
PN 18 No. PART MATERIAL
SIZES Lon | ow | 1 BODY Cast Steel GP240GH
DN | in. (KG) 2 SEATRING Stainless Steel X20Cr13
°0 2 130 230 180  13.0 3 DISC Stainless Steel X20Cr13
65 2.1/2 160 260 200 17.5 4 GASKET Graphite- CrNiSt
80 3 150 300 250 22.9 5 GLAND PACKING Graphite
100 4 160 340 300 | 35.0 6 GLAND Carbon Steel
125/ 5 200 380 350 56.0 7 BONNET Cast Steel GP240GH
150 6 210 410 400  76.0 8 STEM Stainless Steel X20Cr13
200 8 | 290 500 400 116.0 9 HANDWHEEL Cast Steel GP240GH
PN 40
SIZES WT. Features
DN  in. L H W (KG) * Bolted Bonnet
50 2 120 240 180  13.6 * PN 16 & PN 40
65 2.1/2 140 280 | 200 19.5 * End Connection: Flanged Ends
80 3 140 340 250 259 * Face to Face Dimension: DIN EN 558-1
100 4 160 380 300 396 * Design Standard: EN 13709
125 5 180 400 @ 350 62.8 * Pressur_e Temperature Rating: DIN 2401
200 8 270 520 450 @ 148.6 Applicable: Water, steam_, air an_d other
non-aggressive liquids and gas.
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The contents of this literature are for informative purposes only. Arita is not responsible for suitability or compatibility
of these products in relation to system requirement. For specific requirements, consult Arita or its distributors.
Arita reserves the right to change or modify product design without prior notice.
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