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S-PATTERN GLOBE VALVE FLANGED END PN 40

Model : ARV-202FE(D)-SP
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7 Technical Data
"
. Material
=5 > ' No |PART MATERIAL
B
" 1 BODY WCB
6 2 DISC A105
5 | 3 SPLIT RING 35 + Galvanized
— i
; q A STEM 2Crl3
3] 5 DISC COVER 35
o | 2 5 ale 6 GASKET 304 JACKETED GRAPHITE
!
74 1 7  BONNET WCB
| | 8 STUD 35
Z—9d
b 1 ' 9  NUT 35
- L |
i i 10 PACKING GRAPHITE
12 PIN 35
Shell Test Pressure 6.0 Mpa
Test Pressure 13 GLAND BOLT 35
Sealing Test (water) 4.0 Mpa
14 GLAND NUT 35
Service Temperature 23 bar up to 400 °C
57 bar iib to 300 °C 15 STEM NUT ZCUuAl1l10Fe3
40 bar up to 120 °C 16 SCREW CS
Suitable Medium Water, Steam, Air and 17 H.W. LOCK NUT 35
other non-aggressive
18 HANDWHEEL KT

liquids and gas.

Dimension in mm

[T ) T I O S
1/2" 15 130 95 65 45 16 2 4-014
3/4" 20 150 105 75 58 18 2 4-014

1" 25 160 115 85 68 18 2 4-014
1.1/4" 32 180 140 100 78 18 2 4-018
1.1/2" 40 200 150 110 88 18 3 4-018

2" 50 230 165 125 102 20 3 4-018
2.1)/2 65 290 185 145 122 22 3 8-018

3" 80 310 200 160 138 24 3 8-018

4" 100 350 235 190 162 24 3 8-022

5" 125 400 270 220 188 26 3 8-026

6" 150 480 300 250 218 28 3 8-026

8" 200 600 375 320 289 34 3 12-@30

10" 250 650 450 385 345 38 3 12-@33
' B o 300 750 als 450 410 42 3 16-033

The contents of this literature are for informative purposes only. Arita is not responsible for suitability or compatibility of these products in relation to system requirement.
For specific requirements, consult Arita or its distributors. Arita reserves the right to change or modify product design without prior notice.
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