UNIMECH

UNIMECH GROUP, MALAYSIA

CARBON STEEL FLANGE
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SLIP-ON WELDING NECK BLIND

CLASS 600 FLANGES

ANSI B16.5 FORGED FLANGES
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1/2 95 38.1 35.1 14.2 14 523 | 213 30 157 | €65 4 15.7
3/4 117 478 | 429 | 157 | 185 | 572 | 267 3.0 157 | 826 4 19.1
1 124 | 538 | 508 | 175 | 245 | e20 | 335 3.0 175 | 889 4 19.1
11/4 133 635 | 635 | 2086 32 66.5 422 4.8 206 | 986 4 19.1
11/2 155 69.9 732 | 224 38 69.9 483 6.4 224 | 1143 4 22.4
2 165 | 84.1 | 919 | 254 49 732 | 605 7.9 284 | 127.0 8 19.1
21/2 191 | 1001 | 1046 | 284 | 615 | 702 | 732 78 318 | 149.4 8 224
3 210 | 1173 | 1270 | 318 | 725 | 826 | 8889 9.7 351 | 168.1 8 224
312 | 229 | 1334 | 139.7 | 35.1 - 859 | 1016 | 97 396 | 184.2 8 25.4
4 273 | 1524 | 1572 | 381 | 965 | 1016 | 1143 | 112 | 411 | 2159 8 254
5 330 | 1890 | 1857 | 445 | 1195 | 1143 | 1412 | 112 | 478 [ 266.7 8 28.4
6 356 | 2223 | 2159 | 478 146 | 1173 | 1684 | 127 | 508 | 292.1 12 28.4
8 419 | 2731 | 269.7 | 556 194 | 1334 | 2192 | 127 | 572 | 3493 12 31.8
10 508 | 3429 | 3239 | 635 | 241 | 1524 | 2731 | 127 | 650 | 4318 16 35.1
12 559 | 400.1 | 381.0 | 665 | 2885 | 1554 | 3239 | 127 | 699 [ 4890 | 20 35.1
14 603 | 4318 | 4128 | 699 | 3155 | 165.1 | 3556 | 127 | 732 | 527.1 20 38.1
16 686 | 4953 | 4699 | 762 | 362 | 1778 | 4064 | 127 | 77.7 [ 603.3 20 41.1
18 743 | 546.1 | 533.4 | 826 | 407 | 1842 | 4572 | 127 | 79.2 | 654.1 20 44.5
20 813 | 6096 | 5842 | 889 | 452 | 1905 | 5080 | 127 | 826 | 7239 24 445
24 940 | 7176 | 6922 | 1016 | 546 | 2032 | 6096 | 127 | 919 [ 8382 | 24 50.8

The contents of this literature are for informative purposes only. Unimech is not responsible for suitability or compatibility of these products in relation to system require-
ment. For specific requirements, consult Unimech or its distributors. Unimech reserves the right to change or modify product design without prior notice.
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