UNIMECH

UNIMECH GROUP, MALAYSIA

Y-TYPE STRAINER FLANGED END JIS 10K

Model : ARV-105FE(J)

Features :

End Flange dimension according to ASME B16.5-2009

ARITA

A MEMBER OF UNIMECH GROUP, MALAYSIA
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Screen Dimension
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Screen Thickness : Ts
Screen Mesh : 60

Material

Inspection and Test : API598-2009
2
| Nominal pressure | 10k | 3
Test Pressure Shell Test 3.0 Mpa 4
Applicable Medium Water, Oil, Gas 5,
Applicable Temperature -29 ~ 425 °C 6
7

Dimension in mm
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Technical Data

m PART MATERIAL

BODY A351 CF8 / CF8M
BASKET SS304 / SS316
SEAL LINE SPIRAL WOUND GASKET
BONNET A351 CF8 / CF8M
PLUG A351 CF8 / CF8M
BOLT A193 B8 / B8M
NUT A194 8 /8M

20 140 100
25 150 125
32 170 135
40 200 140
50 220 155
65 252 0575
80 280 185
100 320 210
125 350 250
150 400 280
200 485 330
250 550 400
300 610 445
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The contents of this literature are for informative purposes only. Arita is not responsible for suitability or compatibility of these products in relation to system requirement.
For specific requirements, consult Arita or its distributors. Arita reserves the right to change or modify product design without prior notice.
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