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UNIMECH GROUP, MALAYSIA
A MEMBER OF UNIMECH GROUP, MALAYSIA

AIR VENT VALVE SCREWED END

Model : TAV-1000
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Technical Data

Material
| No | PART MATERIAL
i BODY ASTM A351 304
Performance Specifications EN| ERECC SIS
= 3 CORE ASTM A276 304
Nominal Pressure 1.6 Mpa
4 SPRING ASTM A276 304
Shell Strength 2.4 Mpa (water)
i . Sty . 5  SEAL BLOCK RUBBER
- a ate
Scallng Vest pa (water) 6 HOOK ASTM A276 304
i 0.6 ~ 0. i
Sealing Test 6 8 Mpa (air) 7 SEAL SEAT ASTM A276 304
SITHELIR T o ETETT [ -29 ~ 130 °C 8  O-RING RUBBER
LI L S 9 HOOK BLOCK ASTM 304
10 LID ASTM A351 304
11  AIR VENT OUTLET ASTM A276 304
12 PLUG SCREW ASTM A276 304

Dimension in mm

oy | in | L ] P | _H_ | wt(k)
15

1/2” 58 1/2" 108 0.436
20 3/4" 58 3/4” 108 0.468
25 1 58 i 108 0.528

The contents of this literature are for informative purposes only. Arita is not responsible for suitability or compatibility of these products in relation to system requirement.
For specific requirements, consult Arita or its distributors. Arita reserves the right to change or modify product design without prior notice.
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